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Graphic Annunciators    *    Water Leak Detection 
Fireman’s Smoke Control Panels  *  ARA Systems 

I. Normal / Standby Operation

 1. No indicators lit.
 2. No switches depressed.
 3. No audible alarms sounding.
           4. Green Power On LED.

II. Placing a “Call for Help”

 1. Push Call Button on Call Station
 2. Observe that the Call LED flashes and the audible alarm pulses.
 3. When the call is received and acknowledged at the Master station,
               the Call Station LED stops flashing and remains on steady.  The
     audible alarm sounds continuously.  This is indication that help is on
               the way.

III. Receiving a “Call for Help” at the Master Station

 1. The in-coming “Call” LED indicator light flashes.
           2. The audible sounds a pulsing alarm.

IV. Acknowledge a “Call for Help”

 1. Push the individual call switch / indicator.
  a. The individual call switch / indicator light goes out.
  b. The common call / switch indicator light goes out.
  c. The “Talk” switch / indicator illuminates.
  d. The audible alarm is silenced.
  e. The speaker is connected to the call station and the operator 
       can hear the person requesting help.

V. Restore System to Normal

 1. At the Master Panel, push the switch marked “Reset”
 2. The Call LED indicator(s) will go out.
 3. At the Call Station, the call indicator and audible alarm will de-activate.
           4. System returns to normal.
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